
Read this manual carefully and never store it inside the safe!

User Guide

Executive / Long Gun Safe
with Temperature and Humidity Gauge 
and Combination Dial Lock 

Package Includes;

Models 3014CM, 3018CM, 
3024CM & 3032CM 

ENGLISH

Please carefully check the above list to confirm all items have been received. If any items 
are missing, please contact Consumer Assistance. (See page 10 for contact information).

1 – Gun Safe with Combination Dial Lock
1 – User Guide 				  
	
1 - Internal Storage Box 
2 - Storage Box Access Keys	                                                                                                                                             
1 - Mounting Hardware Kit                                                   	
		

Removable Gun Rack:				  
	  
1 - Models 3014CM, 3018CM, 3024CM 
2 - Model 3032CM				 

Removable Storage Shelf: 
1 - Models 3014CM & 3018CM 
3 - Models 3024CM 
4 - Models 3032CM 

Shelf Support Clips:
8 - Models 3014CM & 3018CM
16 - Model 3024CM
20 – Model 3032CM



Figure 1.1 Figure 1.2 Figure 1.3
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DO NOT RETURN SAFE TO STORE

If you are missing parts or have difficulty operating your safe, please contact our 
Consumer Assistance Department by telephone. Store will not accept returned 
products without prior authorization. You must first contact our Consumer 
Assistance Department (See page 10 for contact information).

Safe Serial # 
Located on the bottom right corner of the safe door frame (Figure 1.1).

Storage Box Key #
Engraved on key barrel and the lock cylinder (Figures 1.2  & 1.3).

Safe Model #

Safe Serial #

Storage Box Key #

Combination Code

LOCATING SAFE IDENTIFICATION NUMBERS

SAFE IDENTIFICATION RECORD

Please go to the following webpage to register your product:
      www.hymaninc.com/product-registration/

PRODUCT REGISTRATION
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PROPER SAFE USE

CARE AND MAINTENANCE

Your Honeywell Executive /Long Gun Safe will provide years of safe and secure 
protection for your valuables, important documents and other personal items. 
All Honeywell safes are designed and built using the highest manufacturing 
standards to ensure maximum user satisfaction under a variety of conditions. 
With proper care, your Honeywell safe will provide “Peace of Mind” for many 
years to come.

Thank you and enjoy!

WELCOME

Honeywell Executive/Long Gun Safes are designed to protect firearms and 
other valuables from theft and tampering as well as damage from the exposure 
to fire.
Theft Protection
A Programmable Digital Lock, Steel Locking Door Bolts, Solid Steel Walls and 
Bolt-Down Hardware to secure the safe to the floor are designed to prevent any 
unauthorized access.
Fire Protection
Independent testing verified the interior temperature remains below 350º F 
(177ºC) when the exterior temperature is up to 1400º F (760ºC) for 30 minutes.
Climate Monitoring 
A Built-in Temperature and Humidity Gauge increases awareness when internal 
conditions may cause damage to the metal and wood components in long guns.

When properly maintained, your safe will continue to operate for many years. In 
order to ensure optimum performance of your safe, please follow these simple 
precautions:
Clean Hands
Never attempt to operate the digital keypad if your hands have excessive dirt, 
debris or liquids on them.
Clean Safe
To clean the surface of your safe, it is recommended that you use a mild cleaner 
(e.g., window cleaner) to avoid scratching or discoloring the surface. Always wipe 
dry and NEVER use abrasive cleansers on the safe or digital keypad.
Moisture
We recommend that you place delicate items such as pictures or intricate 
jewelry into an air-tight container before storing them in your safe. Avoid placing 
your safe in areas of high humidity. 
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SAFETY PRECAUTIONS

MOVING YOUR SAFE 

PLACEMENT OF SAFE

The safe door is heavy. Do not open the door with the safe on an uneven or 
unstable floor. Hanging on an open door may cause the safe to tip forward when 
not secured to a wall or the floor, resulting in serious injury or death to yourself 
or others. If you have small children in your home, please make sure you never 
leave your safe unsecured. It is possible for small children to climb inside your 
safe and become locked in. This could result in serious injury or death.

Before moving your safe, verify the load bearing weight of the floors and stairs, 
and types of flooring the safe will be moved over (tile, wood, and other flooring 
can be damaged by the weight of the safe).  You should first measure and 
confirm  that your safe will make it through doorways, stairs or corners and will 
fit all the way through to its final location. 

Proper installation and anchoring are critical to the security of your safe. Install 
near a load-bearing wall to support the weight of the safe. To help protect the 
exterior finish of your safe, install inside in a dry location where there is climate 
control (heat in the winter and cooling in the summer). This safe has been de-
signed to withstand a certain amount of heat during a fire. Generally speaking, 
fire safes perform better in lower levels of a home (like the basement) where fire 
temperatures are lower. Additionally, placement of your safe away from potential 
hot spots (areas where flammable materials are stored) will improve your 
chances that your safe and its contents will perform better in a home fire. No 
safe is completely fireproof. If the fire reaches a high enough temperature for 
long periods, fire damage will occur. 
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IMPORTANT: The three (3) spindles that attach to the handle have been shipped 
inside the safe and should be installed onto the handle after unlocking and 
opening the new safe for the first time.  The Handle can be operated without the 
spindles by turning it like a door knob.  Make sure the handle is turned all the way 
the left (counterclockwise) before entering a code.
NOTE: Your Safe’s Combination is Printed on the Safe Identification Record on 
the inside front cover of this manual. Let’s use three-number code 75-10-31 as 
an example.

OPEN SAFE USING COMBINATION	

METAL SHIPPING LEGS

Your new safe is bolted to heavy duty metal shipping legs. These legs are de-
signed to protect the safe during shipment and transportation of the safe to the 
final position for use.  To avoid unnecessary damage to the safe exterior, the metal 
legs should be only removed after the safe has been placed in the desired loca-
tion. See below for removal instructions.

Remove Metal Shipping Legs
1. Locate the bolts that secure the legs to the bottom of the safe (Figure 2.1)
2. Remove the 2 bolts on one side of the safe with a 17 mm socket wrench (Figure 2.2)
3. Carefully tilt the safe away from the unbolted side and pull the leg out from under  
     the safe (Figure 2.3).
4. Carefully tilt the safe back down until it resting on angle (Figure 2.4).
5. Remove the 2 bolts on the other side of the safe (Figure 2.5).
6. Carefully tilt the safe just enough to allow removal of the remaining leg (Figure 2.6).
7. Gently tilt the safe so it resting flat on the floor.

TIP: It is recommended that you store the metal shipping legs in the event the 
safe must be transported to another location in the future.

Figure 2.1 Figure 2.2 Figure 2.3
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1. Turn the dial to the right (clockwise) for at least three revolutions (or above), 
     and stop when 75 is aligned with the top mark on the dial (Figure 3.1).
2. Turn the dial to the left (counter-clockwise)one full turn then stop when 10 is 
     aligned with the top mark on the dial (Figure 3.2)
3. Turn the dial to the right (clockwise) and stop when 31 is aligned with the top 
     mark on the dial (Figure 3.3).
4. Turn the handle clockwise to unlock the safe (Figure 3.4). 

1. Make sure that the locking door bolts are retracted in the open position (Figure 5.1).
2. Push the door closed and rotate the handle to the left (counter clockwise) to extend 
     the locking bolts and lock the safe (Figures 5.2 & 5.3).
3. Spin the combination dial at least three times either direction for security.

If you have lost or forgotten the combination, you must contact consumer assistance to 
receive authorization and instructions for retrieving the combination

CLOSE AND LOCK THE SAFE

LOST OR FORGOTTEN COMBINATION
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Figure 5.1

Figure 3.1 Figure 3.2 Figure 3.3 Figure 3.4

Figure 5.2 Figure 5.3

INSTALL SPINDLES ON HANDLE

Insert the three (3) spindles into the holes located on the side of the handle and 
screw to the right (clockwise) by hand until they are snug in the handle (Figure 4.1).

Figure 4.1
















